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BIC-100M instructions, Rev A

Congratulations!

You have selected a new Hellroaring battery isolator/combiner with that has the ability to operate as an Auxiliary battery setup or as a Backup battery setup 
without any configuration changes on the BIC.  It has the same basic function as our popular BIC-95150B and BIC-95300B Battery Isolator Combiners. It uses 
the same nominal thresholds for switching ON and Off. But, actual switching is faster (for improved efficiency), monitoring quiescent current is lower, and has 
even lower ON resistance (reducing the need for an external heat sink).  

Also, new to this BIC Module is to have a Dual Sensing option when ordering with the designation “-DS” in the part number which will come with a 4 pin 
connector rather than the standard 3 pin connector.  With just the BIC ground pin connected, this BIC will sense only at the “A” terminal just like our other BIC
models.  However, with the -DS version, if you connect pin 4 to terminal “C”, then it will also sense a charge source at the Auxiliary battery end as well.   This 
may be useful if you have a charge source  sometimes available at the Auxiliary battery side (such as in a camper) and desire to have the BIC automatically 
charge the main vehicle battery.   As an option, you could add a switch between pin 4 and terminal “C” so that you can quickly switch on or off  this function.  
If you do add a switch for this, be sure to include a fuse (rated for not larger than the wire size used) near the terminal “C” end.

Installation Instructions:

Step 1
Select what setup you are most interested in using.  The Auxiliary battery setup and the Backup battery setup are close
to the same with the following exceptions.

Auxiliary Battery Setup:  Recommended wiring should be not larger than 8 AWG (unless the total length is over 35 
feet) and a minimum length between the BIC and Auxiliary battery of 20 feet.

Backup Battery Setup: No loads connected to the Backup battery.  Typically Wired with 4 or 2 AWG wire. 

Then follow the install for each setup below.

Should you have a specific application or question not covered here, feel free to send an e-mail technical support 
request.   Include as much detail as practical regarding your application and vehicle setup.  Send to:   
support@hellroaring.com.

Step 2
You will need the following material not supplied with the BIC-100M unit.
1. Charge wire from the vehicle battery to the BIC, terminal A.  
2. Auxiliary setup: Fuse or Circuit Breaker at both battery ends.  For 8 AWG wire, a 50A breaker works well.  We 

suggest 8 AWG wire for optimum charge rates, although 10, 12, and 14 AWG wire may be suitable if you accept 
lower charge rates.  Total wire lengths should be a minimum of 20 feet for the Auxiliary battery setup.  8 AWG 
wire is optimal from from 20 to 35 ft.   You may consider 6 AWG wire for the charge line if your run is longer 
than 35 feet. 

3. Backup Battery setup: Fuse or Circuit Breaker at both battery ends.  We recommend 150A rated fuse for 2 AWG 
wire. 4 or 2 AWG wire works well in most Backup batter applications .  This setup is not recommended for full 
size Diesel engines.
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Caution!

We believe that installation of  your new battery isolator/combiner is very simple.   However, in the interest of your 
safety, be warned that working around Batteries can be hazardous.   They can produce explosive gasses as well as 
high currents, on metals, capable of producing severe burns and even cause fires.   If you are not experienced with 
electrical wiring and batteries, you may want to hire a professional to perform the installation. 
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4. Wire from Auxiliary or Backup battery to the BIC, terminal “C”.   This should be the same size as that used for 
terminal A.

5. Wire terminal lug for the alternator and/or battery ends. 
6. 1/4”, ring terminal lugs if you choose different gauge wires than for those terminals supplied.  Best results are 

obtained by using ring terminal lugs with the ring size matched to the terminal size which are 1/4”.

If you did not order the Remote Module and if you want the Optional Remote Switch and Remote LED 
functions, you will need:
 Small wire (18 to 22 awg suggested) for connections to the remote switch and remote LED.
 An ON, OFF, ON micro-switch (or larger if desired).  A single ON-OFF switch can be used if you don’t want the 

ability to disable the automatic feature.  Do not use an illuminated switch  since its internal lamp will cause the 
circuit to not function correctly.

 A device to mount or hold an LED.   This could be as simple as a properly sized hole placed in a panel.
 Fuses (3 amp or less).  ( If not accessible on your fuse panel)
 Hardware, clamps, and wire tubing as needed.

Tip:  Obtain everything you need prior to beginning installation.

Remote Module optional Use:  As an option on the -DS version, you could use the Remote Module to switch 
in or out the Dual Sensing function instead of using it to force the BIC ON or OFF.   For this function, connect the 
Orange wire to pin 4 instead of pin 3.  Use Pin 3 for the Remote ON/Off function.  If you hard wire terminal “C” to 
pin 4, then the BIC will always look for charge voltage at terminal “C” as well as at terminal “A”.  If using the Remote
module for the Dual Sense function switching, then the Remote Module ground (Black) wire must not be connected to
anything.  You can cut it off or tape up the end and secure the wire out of the way.

Step 3
Choose your mounting location
Determine a reasonable location for mounting. Avoid mounting on the battery where battery gases could corrode 
terminals. Well sealed batteries may have no issues.   Do not mount in close vicinity to high heat sources such as the 
exhaust manifolds.

Step 4
Begin Installation

Note: All current carrying terminal lugs should contact the  BIC terminal face directly or directly on top of a 

previous lug without washers between them.  When tightening the nuts, tighten until snug only.  Do not
exceed 32 lbf.in (inch pounds of force) or 360 cN .M.  The hex style and material combination will 
provide a secure grip.  The large studs are made of solid brass and can be  stripped if over-torqued.  

Important!      Never     connect a   ground   or negative wire to any of the large,  ½” hex terminals!     Never!    (If you did, 
you could short out a battery when the BIC unit switches ON.)  Doing so will void the warranty on the BIC unit.

1) Disconnect both battery negatives so no power is in the system.

2) Mount the BIC-100M in your chosen location.  Ensure that the mounting is secure and will withstand vibration. 
The choice of mounting location should be such that normal functions do not allow something to fall on or 
otherwise touch the contacts. A space not normally accessed would be preferred.

3) Connect the Main Battery (+) to the appropriate sized circuit breaker or fuse near the Battery end.  Then, connect 
the other side of the breaker or fuse to the BIC, terminal “A”.

5) Connect the Auxiliary or Backup Battery positive (+) to the appropriate sized circuit breaker or fuse near the 
Battery end.  Then, connect the other side of the breaker or fuse to the BIC, terminal “C”.

6) For Dual Sensing applications, connect pin 4 to terminal “C”, or through a switch such as the Remote Module.
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7) Connect a small ground wire to pin 1 on the Blue connector and connect the other end to a good vehicle ground 
point (i.e. engine brackets, clean no paint sheet metal, or main vehicle ground block). The Blue connector wire 
connection points must be unscrewed prior to inserting the appropriate wire, and then tightened to hold the wire.

8) If you desire to use the remote switch or remote LED,  make those connections prior to connecting the battery.   
If you purchased the optional  Remote Module, follow the instructions provided with that package.   For 
reference, the LED “short lead” is the cathode and should be connected to the Remote LED terminal.   The long 

lead is connected to a fused 12 volt source.  Refer to Figure 1 for the typical connections.

9) If you desire to use the remote switch or remote LED,  make those connections prior to connecting the battery 
negatives.   If you purchased the optional  Remote Module, follow the instructions provided with that package.   
For reference, the LED “short lead” is the cathode and should be connected to the Remote LED terminal.   The 

long lead is connected to a  fused 12 volt source.  Refer to Figure 1 for the typical connections.

10) Verify the correct wires for Ground, LED and Remote are according to the pins on the label when fit on the BIC. 
Once verified, install the connector and screw it down gently.  Then secure the wires close to the connector to 
reduce vibrations.

11) Install the Nylon Cap Nuts onto Terminals “A” and “C”.   These nuts will serve as an insulator and should help 
prevent shorts.  They have ¼-20 threads and will easily cross thread onto the ¼-28 studs to provide a secure 
insulated cap.  Although they do not 100% prevent shorts, these nuts provide a little extra protection as compared 
to exposed terminals.  The primary influence on safety from shorts is your choice of mounting location and 
orientation.  These nuts are not intended to provide a secure attachment of the wires.  Use the metal nuts provided 
for attachment of the wires.

12) If you have an  ohmmeter, you should verify that neither of the two large terminals are grounded.  Then:

A) Ensure all loads are switched OFF.  This includes shutting the doors to keep the interior lamp off.  
B) Ensure all battery positive (+) cables have already been connected and are secure.   

13) If you mounted the module pretty level, and you are beyond the return period allowed, you may want to cut a 
small section of the plastic above the epoxy 1/16” to 1/8” wide to allow water to drain if it gets wet. If you 
mounted it Vertically, then water will drain naturally.

14) Now, you can re-connect your Negative cables to each Battery.

Note:

The terminals “A”, and “C” have ¼-28 threads on a flat ½” hex.  This allows a large surface area on the flat hex. This larger
surface contact area results in much less contact resistance for reliable connections. Other types of devices rely on the 
connection being made through the stud itself where a terminal lug must be sandwiched between nuts.  Our ½ inch hex 
terminals have sharp edges which tend to bite into the terminal lug, maintaining a secure connection without washers.   When 
properly tightened (with no washers), they should stay in position and should not turn unless you intentionally handle the 
cables and force it.  We recommend some strain relief  (tie down) on any cable within about 1 foot (0.3 Meter) of the unit.  You 

should tighten the nuts only to the point of being  snug and secure.  24 lbf.in or 270 cN.M is about right.  This is equal to 
about only 6 pounds applied to a 4 inch wrench.  Do not apply excessive torque! Use of a small nut driver works well.  Use 
of a long handled wrench can exceed torque if not careful.

The following is the recommended installation suggestion for the BIC-100M for the Auxiliary battery setup or the Backup 
battery setup.  There may be other suggestions listed on our web site http://www.hellroaring.com.   Check our web site any 
other suggestions and updates: 
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Auxiliary Battery Setup Installation for the BIC-100M:

BIC-100M BIC-100M with connector installed

The installation is very simple.   The following diagram depicts the Auxiliary Battery isolation with a BIC-100M mounted at 
near the alternator end of the Auxiliary battery charge line.  If you desire a BIC mounted at the far end such as on a trailer or 
camper, you should consider the BIC-100TM version instead.  

For other applications or possible setups, check our web site http://hellroaring.com  for additional suggested configurations or other  tips.   If you 
have other questions you can send e-mail to support@hellroaring.com.  Please include your serial number. 
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Backup Battery Setup Installation for the BIC-100M:

The installation is also very simple.   The following diagram depicts the Backup Battery isolation with a BIC-100M mounted  
near the alternator end of the Backup battery charge line.  

Note 1: The BIC “Ground” wire and Remote Module “Red” wire must be connected through a 3 amp 
fuse or smaller near the BIC end.

Note 2: For vehicles with Auto Start/Stop features and a second factory battery.
Vehicles with a separate smaller battery for an auto start/stop engine function may use the factory second battery as a critical 
function for starting the vehicle. With some vehicle designs, a main battery is reserved just for cranking, and a second battery is
reserved for critical electronic modules and vehicle basic functions. So, it is possible that either one or both of these batteries 
could become depleted. In the case where the second factory battery is reserved for critical modules, has sufficient wiring to 
carry the full cranking load, and can actually start the vehicle with just the second battery, it may be better to connect the BIC 
(terminal “A”) to this second battery positive (through a 150A fuse) instead of the starter solenoid or main battery positive.

This way, when the BIC is switched ON, backup power will be provided to the critical power modules required for starting. 
But, cranking current will likely flow through an additional factory relay that may not be designed to handle repeated start/stop 
cranking load. So, the Backup start function should be used sparingly. That is, switch ON the BIC when necessary to obtain a 
backup start, but ensure you switch it back to the auto (Remote Center position) after the engine is running. The vehicle 
alternator should begin charging all depleted batteries. If it doesn't, then disable the engine start/stop feature if able, until you 
can get the system fixed. For optimum backup, you can add a second BIC to the Backup battery (third battery). The main 
battery + would connect to the first BIC (terminal “A”), and the second battery + would connect to the second BIC (terminal 
“A”). And, each BIC backup terminals (terminal “C”) would connect to the Backup battery + (third battery). For such 
installation, the Remote terminals of each BIC (orange Remote wire) would need to be connected together. Then, the Remote 
Module would control both BIC's. Consult with your specific vehicle service manuals when in doubt of its wiring 
configuration.
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Remote Wires are needed for the Backup battery setup for convenient Backup operation.  Terminal “A” 
always goes to the alternator or charge source side.  Terminal “C” connects to the Backup battery    

3 pin Blue connector:   This connector is removable.  There are two hold down screws and are
not tightened when it ships.  You can tighten these two screws (do not over-tighten) and add the wires as desired, 
or you can pull upwards to remove the connector, add your wires and then re-plug the connector and tighten the 
hold down screws.  You may want to add some strain relief to any wires attached to the blue connector within 3 to 8 
inches from the connector.  Ensure the connections go to the proper pin. After your install is verified good, you may 
want to add a little clear silicone on the connector opening to keep moisture out.

Testing your unit:

After you have installed your unit, you will want to test that it functions.  Basically, you can monitor the voltage on the Main vehicle battery and the
Auxiliary or Backup battery.  With the engine off, add a load to the Main vehicle battery such as turning on the head lights.  The voltage on the 
Main vehicle battery will drop slightly.  The voltage on the Auxiliary or Backup battery will not drop (assuming there are no charge sources on the 
Auxiliary battery and the Auxiliary battery voltage is less than 13.2V).  Switch off the vehicle loads. Then, with the engine off,  Switch ON an 
Auxiliary or Backup battery load (a light for example).  The Main vehicle battery voltage will not drop, but the Auxiliary or Backup battery voltage 
will drop slightly (again assuming the tow vehicle battery is less than 13.2V).  This verifies the isolation.   

Start the engine and note that the BIC LED is illuminated.  If not, then check the voltage at the Main vehicle battery.  It needs to be above 
13.4Vdc between terminal A and the ground input connection before the BIC will turn on. You can check the voltage on the Auxiliary or Backup 
battery and monitor it over a minute or so.  If the LED is illuminated and the Auxiliary or Backup battery is not above 13.4Vdc, then it should be 
rising. A rising voltage indicates it is charging. The voltage may measure low when it is low in charge but still is charging.  The key point is that it 
should be rising over time.   If the voltage is near the Main vehicle charging voltage (i.e. 13.8 to 14.5Vdc), then that would indicate the Auxiliary or
Backup battery may be near its full charge. The voltage at terminals “A” and “C” should be close to equal when the LED is illuminated.  Stop the 
engine. And verify the LED goes out shortly thereafter (i.e. when the main battery voltage settles down to below 13.2Vdc).  To test the Remote 
Switch function, switch it on while the engine is OFF and observe that the LED illuminates.  Switch it to OFF and observe the LED is not 
illuminated.  Return the switch to the automatic position.  

Image of an actual Backup Battery install

This BIC-100M replaced a BIC-95300B that was installed in this location which operated normally for 20 years (Installed in 2004 and replaced in 
2025). The 20 year old BIC-95300B still operated as new and did not need to be replaced. But it was time to show off the new BIC-100M in this 
vehicle.
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Definitions:
Ground Terminal (pin 1): This terminal must be 
connected to the vehicle common or ground reference point.  
Usually this is through a fuse to the Trailer or Camper battery 
(-) terminal. 

This connection must be to a clean ground point that is free of 
paint or corrosion and has a clear electrical path to the alternator 
frame or its ground reference or the main battery negative 
connection.

Remote LED (Center pin 2): This terminal will sink 
about 12 milli amps (1k ohm internal ON resistance) to the 
cathode of an LED.  The LED Anode must be connected to a 
fused 12V+ source.  

Remote Switch (pin 3): This terminal, when connected 
to a voltage higher than about 6 volts will cause the terminals 
A, and C to Combine.  This terminal, when connected to 
ground will disable the unit from combining.

Dual Sensing input (pin 4): This terminal, when 
connected to “C”, will enable charge sensing at the battery that 
is connected to terminal “C”.

Available only on the -DS version with a 4 pin connector

Specifications:

BIC-100M: Unless specified otherwise ambient temp=65C
Max Current 100 Amps Continuous

300 Amps 20 seconds (5 minutes between operations)
500 Amps 4 seconds (5 minutes between operations)

1000 Amps 5 mS
Max On Resistance

0.0004 Ohms (terminal A to C) 0.0003 typical
Typical Turn-ON operation current < 0.03 Amps (No Remote LED) (.04A with Remote LED)
Max quiescent current “Off” 0.0002 Amps
Max Remote Switch Control Current 0.0005 Amps
Switch ON voltage 13.4 volts Nominal +/- 0.1V at 25C
Switch OFF voltage 13.2 volts Nominal +/- 0.1V at 25C
Switching delay 0.05 Second approximate
Turn ON time < 2 uS Typical
Turn OFF time < 2 uS Typical
Dimensions 4.0" by 3.1" by 1.3"
Weight 0.4 (0.18) lb. (kg) typical
Shipping Weight 1.0 (0.45) lb. (kg) typical

Note:  Specifications are subject to change without notice.
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Standard Terms and Conditions of Sale

The sale of Hellroaring Technologies, inc. products shall be governed by the laws of the state of Montana. All sales shall transfer title within the 
state of Montana via common carrier. Hellroaring Technologies, inc. will not collect sales taxes for any other state. Should the unlikely event, a 
cause of action arises, buyer agrees that such action shall be held and governed in the state of Montana.   The buyer recognizes that there exists
inherent risks associated with batteries and installation & operation of battery devices. It is understood that any technical information published 
by Hellroaring Technologies, inc. including any installation instructions is of a general nature only and it is the user's responsibility to determine 
the proper application, installation, and operation of products. The buyer assumes all risk and agrees to indemnify Hellroaring Technologies, inc. 
against any and all causes for injury or damage to third parties that arises from use of such product. 

Return Policy 

Should any product sold by Hellroaring Technologies, inc. not meet or exceed your expectations, you may, within 30 days of our shipment to you, 
return such product for a full refund (credit on credit card orders) less a 25% restock charge, provided that:

a) You obtain an RMA number and provide your shipping address by calling customer service at 406 883-3801 or send an RMA request via e-
mail (include the model #, serial number, and your phone number), and

b) The product, including all accessories, is returned in original and re-saleable condition, and 
c) Units are Shipped (prepaid and insured for damage in transit) in the original or equivalent packaging, and
d) (optional) You include a simple note as to the reason for dissatisfaction. (This can help us improve our products)

After 30 days, products are covered by our standard Limited Warranty.   If you purchased the product through a dealer, that dealer’s return policy 
applies to you.  Our standard Limited Warranty will apply if you register by sending your name, a copy of proof of purchase date, model # and 
serial number to us within 30 days of purchase.  This can be via mail or e-mail (warranty@hellroaring.com).  Those who purchased direct from us
are automatically registered.

Limited Warranty

This Limited Warranty is extended to the original purchaser. For a period of 90 days from the date of purchase (30 days for industrial switching 
applications or reduced price items), Hellroaring Technologies, inc. warrants that our products will be free from defects in materials and 
workmanship under normal use and service. The sole and exclusive remedy for failure of the product shall be for us, at our option, to repair or 
replace the product, to whatever extent we deem necessary to restore the product to proper operating condition. We may make replacements 
with new or functionally equivalent products of equal value. Should Hellroaring Technologies, inc. be unable to repair or replace the product 
within a reasonable time, we reserve the right, at our option, to issue a refund or credit of the purchase price in lieu of repair or replacement. We 
reserve the right to assess a $40 fee for units returned and proven not to be defective. To obtain warranty service you must: 

1) Call Customer Service at 406-883-3801 for a Return Material Authorization (RMA) number and shipping address. Or send an RMA request 
via e-mail (include the model #, serial number, and your phone number and your return shipping address)

2) Return the product in the original or equivalent packaging (Shipping prepaid and insured for damage in transit), together with the RMA 
number AND a description of the problem. Include your return shipping address and your phone number. 

Exclusions

This Limited Warranty is made expressly in lieu of and to the exclusion of any and all warranties, express or implied, oral or written, including, 
without limitation, any and all implied warranties of merchantability or fitness for a particular purpose, and all such other warranties are expressly 
disclaimed. This Limited Warranty shall not be applicable to failures of the product that result from accident, abuse, misapplication or alteration, 
improper installation or maintenance, unauthorized repair attempts, operation or attempts to operate it beyond its mechanical, chemical, thermal, 
or electrical capacity intentionally or otherwise, and we assume no liability as a consequence of such events under the terms of this warranty.   
Hellroaring Technologies, inc. shall not be liable for any special, indirect, incidental, consequential, exemplary, or punitive damages for claims in 
any claim, action, suit or proceeding arising out of the purchase, use or performance of the product, and whether or not it has been advised of the
possibility of such damages.  The foregoing allocation of risk is reflected in the price of the product. Nor shall there be any liability thereunder for 
claims of labor, loss, profit, goodwill, repairs or other expenses incidental to the repair or replacement of such product. 

Hellroaring Technologies, inc.
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Wire Selection Tips for the Auxiliary Battery Setup:

Selection of an appropriate size and length of wire can have a meaningful impact on 
performance of the system.  Too little total resistance in the system can result in excessive 
charging current on components and demand on the alternator.  Too much total resistance and 
the charge rate can become too low for the allowed recharge time.  It is commonly known that 
using too small of wire can result in poor charging rates.  And too small of wire can result in poor
performance for electric motors.  So, many adopt for “the larger, the better” point of view.  
Sometimes, this can result in undesirable consequences also when applied to a battery charge 
wire.

With the auxiliary battery isolation configuration, you should aim to limit the maximum charge 
current to a 60 to 80 amp range or less to the auxiliary side.  This provides some margin.  10 
AWG wire provides more resistance per foot, but can only handle up to 40 amps continuous.  6 
AWG and larger can handle more current, but would require much length to limit current.  For a 
basic auxiliary battery application, 8 AWG seems to be about ideal.  It can handle up to 60 to 
80 amps continuous current (depending on the insulation used) and has sufficient resistance at 
about 20 feet of total length.  The total length is most important when using high output 
alternators and a larger amp hour auxiliary battery bank.  If, with 20 feet of length, you find that 
your batteries are charging at a rate lower than desired, then you can easily shorten some of the
wire to increase the rate.

A large battery bank connected with large short length wires to a low or medium output 
alternator can result in maximum draw on the alternator for an extended time, stressing it and 
other components unnecessarily. Sufficient resistance in the charge line such as described 
above, will tend to limit the demand on the alternator to less than its maximum so it and other 
components perform more reliably.  

Of course, the limited current in the charge line does not preclude the use of larger wire from the
auxiliary battery to high current loads that are not operated continuously while the alternator is 
running. The wires from the battery to loads can be substantially larger.  However, if the average 
auxiliary battery load is greater than about 50 amps when the alternator is operational in addition
to the charging demand, then you may want to consider another battery isolation configuration.  
Contact us with your details, and we may be able to identify an optimum configuration for you. 
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